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CHANGE # 2
Subject: Jefferson County, CB06 056 0148 000-004

Letting May 23, 2003
Listed below are the enclosed changes on the subject project:
(1) Revised - Traffic Control Plan
Your bid must be based upon the above-mentioned change, and this change is to
be made a part of the bid proposal, which you submit to the Kentucky
Department of Highways.
Specimen proposals may not be used for bidding purposes.

If you have any questions, please contact us at (502) 564-3500.

Sincerely,

Rick Stansel
Director
Division of Contract Procurement
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REVISED: 5-16-03

TRAFFIC CONTROL PLAN

TRAFFIC CONTROL GENERAL

Except as provided herein, traffic shall be maintained in accordance with the 2000 Standard
Specifications and the Standard Drawings, current editions. Except for the roadway and traffic
control bid items listed, all items of work necessary to maintain and control traffic will be paid at
the lump sum bid price to "Maintain and Control Traffic".

Contrary to Section 106.01, traffic control devices used on this project may be new, or used in like

new condition, at the beginning of the work and maintained in like new condition until completion
of the work.

PROJECT PHASING & CONSTRUCTION PROCEDURES

At the discretion of the Engineer, days and hours may be specified when lane closures will not be
allowed.

The Contractor may maintain alternating one way traffic during construction if the surface width is
16 feet or greater. The clear lane width shall be a minimum of 8 feet. If traffic should be stopped

due to construction operations, and a school bus on an official run arrives on the scene, the
Contractor shall make provisions for the passage of the bus as quickly as possible.

LANE CLOSURES

Lane closures shall not be left in place during non-working hours.
SIGNS

Low Shoulder signs are considered independent of other signs and will only be measured for
payment if listed as a bid item.
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Traffic Control Plan
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PAVEMENT EDGE DROP-OFFS

A pavement edge between opposing directions of traffic or lanes that traffic is expected to cross in a
lane change situation shall not have an elevation difference greater than 1%”. Warning signs
(MUTCD W8-11 or W8-9A) shall be placed in advance of and at 1500 feet intervals throughout the
drop-off area. Dual posting on both sides of the traveled way shall be required. All transverse
transitions between resurfaced and unresurfaced areas which traffic may cross shall be wedged with
asphalt mixture for leveling and wedging. The wedges shall be removed prior to placement of the
final surface course.

Pavement edges that traffic is not expected to cross, except accidentally, shall be treated as follows:
Less than 2” - No protection required.
2” to 4” - Place plastic drums, vertical panels, or barricades every 50 feet. Cones
may be used in place of plastic drums, panels, and barricades during daylight
working hours. Wedge with asphalt mixture for leveling and wedging with a 1:1 or

flatter slope in daylight hours, or 3:1 or flatter slope during nighttime hours, when
work is not active in the drop-off area.
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